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Chapter 1 Overview

1. Overview

The user can carry out the firmware update, AF piint setting, aperture setting, and MF sensitivity setting for
Samyang Sony E mount AF lens.

Lens Firmware Update
The newest version of firmware can be downloaded through the Samyang homepage.

AF Piint Setting
The AF pint of the lens can be adjusted by +4.

Aperture Setting
The user can adjust the operation position of the aperture.

MF Sensitivity Setting
Slow, Normal and Fast can be set for the focus movement speed in MF mode.

Caution!
Samyang Lens Station (sold separately) is necessary for using this software.
This is only for Samyang's Sony E Mount AF lens. Other mounts cannot be used.

Notice

The specifications and performance of this product is subject to change without prior notice.

Samyang is not responsible for any direct or indirect damage due to malfunction of software, hardware of
the user’s PC, peripheral devices, or network environments during use of this software.



2. Recommended System Specifications

Windows

1) Windows 7 ~ Windows 10

2) 1Gb of RAM or more

3) 1Gb of HDD space or more

4) Screen resolution of 1024 x 768 or higher
5) USB 2.0 port

Mac OS

1) Mac OS X Ver.10.9 ~ 10.12

2) 1Gb of RAM or more

3) 1Gb of HDD or more

4) Screen resolution of 1024 x 768 or higher
5) USB 2.0 port

3. USB Device

If you connect the lens station to MAC and select “Applications > Utilities > System Information”
And select USB item, you can see that it is recognized as below.

e0® MacBook Air
¥ Hardware USE Device Tree
ATA ¥ USE 3.0 Bus
Audio ¥ BRCM20702 Hub
Bluetooth Bluetooth USB Host Controller
Camara USB Device
pard Reader
Diagnostics
Disc Burning
Ethernet Cards
Fibre Channe
FireWire CDC RS-232 Emulation Demo:
Graphics/Displays Product 1D .
. roduct ID: x000a
aaarr::;re RAID Venr.!or ID: 0x04dB (Microchip Technology Inc.)
Version: 1.00
NVMExpress Speed: Up to 12 Mbofsec
PCI Manufacturer: Microchip Technology Inc.
Parallel SCSI Location ID: 0x14100000 / 2
Power Current Available (ma): 500
Current Reguired (mA]: 100
Printers Extra Operating Current (mA}: 0
SAS
SATA/SATA Express
SPI
Storage
Thunderbolt
USB
¥ Network
Firewall
Locations
Volumes
WWWAN

=l MacBook_Air » Hardware > USB » USB 3.0 Bus » CDC RS-232 Emulation Demo

A new file (tty.usbmodem1411) is created in the directory(/dev) using the ‘Is’ command.



4. Preparing to use the program

1) Mono must be installed to run the program.
» Download ( http://www.mono-project.com/download/ )

L8000 < [} 23 wwvmono-project.com/downioad/ g (=D
I l Mono #Home | &Downoad = @ Documentation  News O Community _ Q
Download

The latest Mono release is: 4.6 Service Release 2 (4.6.2.16)

Please choose your operating system to view the available packages. Source code is available on GitHub or as a Tarball.

& Mac OS X Mono for Mac OS X is available as a Mac Package (.pkg)
Please refer to the installation guide for more information about how to install and configure your Mono

A Linux environment.

28 Windows & Download Mono

Release Notes

Check out the release notes of all Mono versions here.

MonoDevelop IDE

Please visit the MonoDevelop website for more details about our cross-platform IDE.

Older releases

To access older Mono releases for OS X and Windows, check the archive on the download server. For Linux, please check the

* Install Mono (MonoFramework-xxx.pkg)

] ‘& Install Mono Framewark a e ' Install Mono Framewaerk a
Welcome to the Mono Framewark Installer Standard Install on “Sierra”

Introduction ;fg;:da\\rlebe guided through the steps necessary to install this Cieat This will take 1.05 GB of space on your computer.

Read Me Click Install to perform a standard installation of this software

N on the disk “Sierra“.

License
Destination Select Destination Select
nstallation Type Installation Type
nstallation nstallation
Summary Summary

Change Install Location...
Continue Customize Go Back Install

2) If Mono installation is completed, please visit http://www.samyanglensglobal.com Download the
LensManager_Mac.zip file.

3) Unzip the Downloaded file and double-click the “LensManager.sh.command” file.
(Lens Station must be connected to PC before program execution)



Chapter 2 Using the program

® Connect the MAC and the Lens Station, then mount the lens.
® Double-click the “LensManager.sh.command” file in the program folder to run the program.

SAMYANG OPTICS »

Mount your lens please.

Lens Connection

N
R

Firmware Update

Samyang Lens Manager ver.1.1 (ENG)

Connecting the Lens Station to a compu a USB Cable

and mount the lens to the Ler on

I_A F_l N “‘
L4 " Connection Status
AF Adjustment :
Setting Aperture Setting COM Port : |fdevftty.usbmodem1411 j Lens Conn, )
" MF!
L
WP Eiz oy Lens Station Info.
Setting

1. Lens Connection Setting

Check COM No. of the USB Serial Port from the Device Manager, then select a COM Port and click the
Lens Connection button.

When the connection is made without issue, the screen will move to the firmware Update page and the
information of the connected lens will be displayed.



2. Firmware Update

[ ] Samyang Lens Manager ver.1.1 (ENG)

SAMYANG OPTICS S2CONNECTED @

AF 14mm / F2.8 FE Lens Info.

Samyang Lens

N Product ID : 123456789
- v F/W : Ver. 19
Lens Connection Firmware Update AF Pint - 0
Aperture : 0
r." o MF Ring : Normal
LAF E' N\,
AF Adjustment

catt Aperture Setting
el Firmware Update

Download Link

| |
I_lv| F_I o Load Lens F/W File

MF Sensitivity

Setting Lens Station Info, Update

The image of the connected lens is displayed on the left.
Lens Info.

Lens ID: Unique ID No. of the lens

F/W: Current firmware version information of the lens
AF Pint: AF pint correction level of the currently set lens
Aperture: Current aperture setting information

MF Ring: MF sensitivity setting level

Download Link: A link is provided to the homepage of Samyang Optics, where you can download firmware
from DOWNLOAD.

Load Lens F/W File button: Select the newest firmware file downloaded through the homepage.

Firmware Update: Carry out the firmware update after opening the file.



Order of Firmware Update
1) Download the firmware of the lens through DOWNLOAD at the homepage of Samyang Optics.
2) Select the downloaded firmware file using the Load Lens F/W File button.
When the file is selected correctly, the finish pop-up window will be displayed. Click the OK button.
3) Click the Firmware Update button.
4) Read the contents of the Cautions pop-up window, then click the OK button.
5) Firmware update will be carried out as shown in the figure below.

The firmware of the current lens is being updated.

Please wait a moment.

1401362

6) When firmware update is completed, click the OK button.

7) When the screen moves to the Lens Connection Setting page again, check the COM Port and click the
Lens Connection button.

8) If the update has been carried out successfully, you can view the updated firmware version on the
Firmware Update page.

Caution!

® Use a fully charged battery, or connect the AC adapter to the PC while using this software.

® Do not remove the lens or press the Separation button while the firmware update is being carried out.
® Do not turn off the PC while the firmware update is being carried out.

® Do not specify or change the lens settings while the firmware update is being carried out.



3. AF Piint Setting

AF punt can be adjusted by +4.

L]
SAMYANG OPTICS »

AF 14mm [ F2.8 FE

Lens Connection Firmware Update

FAF_I t “‘
| | "
AF Adjustment q
Setting Aperture Setting
" MF!
L
MF Sen._sitivity Lens Station Info,
Setting

Samyang Lens Manager ver.1.1 (ENG)

< CONNECTED @

AF Punt Setting

Do not remove the lens or press the detachment button while data recording,

4. Aperture Setting

Set the position of aperture blades. (Range between -5 and 10)

Aperture setting is carried out at the time of factory shipping, so the value displayed when moving to the

Aperture Setting page is the current aperture Setting value of the lens.

Setting order

1) Click the Reset button: Moves the aperture to its starting point.
2) Move the aperture until the aperture blades are not seen using the OPEN (+) and CLOSE (-) buttons
while checking the lens aperture visually.

3) If the aperture blades are not seen, stop the adjustment immediately and click the Save button.



Samyang Lens Manager ver.1.1 (ENG)

Aperture Setting

< CONNECTED®

SAMYANG OPTICS s
AF 14mm [ F2.8 FE
Lens Connection Firmware Update
aF | O
== wb
AF Adjust t .
St;tqc?n?en Aperture Setting
{
MF
L
Ve é:trlis:‘t;vity Lens Station Info.

visible at the maximum aperture.

- Click the Reset button. Moves the aperture to its starting point.
- Adjust the aperture position so that the aperture blade is not

4 Close

Reset button: Moves the aperture to its starting point for aperture setting.
OPEN (+) button: Moves the aperture to the OPEN position by 1 step.
CLOSE (-) button: Moves the aperture to the CLOSE position by 1 step.
Save button: Saves the current setting to the lens when setting is completed.
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5. MF Sensitivity Setting

Set the focus movement sensitivity according to the MF ring rotation speed in MF mode.
The setting can be adjusted by 3 steps including Slow, Normal, and Fast.
Select a desired sensitivity among 3 sensitivity levels, then click the Save button.

[ ] Samyang Lens Manager ver.1.1 (ENG)
SAMYANG OPTICS SCONNECTED®
AF 14mm [ F2.8 FE
MF Sensitivity Setting
n - Setting up the focus ring sensitivity in MF and DMF mode.
Lens Connection Firmware Update
r - ey *
I_A F ] k') Slow Normal Fast
AF Adjustment

Setting Aperture Setting

r i |
TMF, i )

MF Sensitivity "
Setting Lens Station Info,

6. Lens Station Info.

The version information and the user manual of the Lens Station can be viewed.
LED lamp

Off: The lens is not mounted or the lens is disconnected.
On: The lens is connected normally after it is mounted.
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